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Columns 1-2 should be completed by the contracting authority
Columns 3-4 should be completed by the tenderer
Column 5 is reserved for the evaluation committee 
Annex III - the contractor's technical offer
The tenderers are requested to complete the template on the next pages: 
· Column 2 is completed by the contracting authority shows the required specifications (not to be modified by the tenderer), 
· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words ‘compliant’ or ‘yes’ are not sufficient)  
· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation
The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to precisely identify the models and the specifications may be rejected by the evaluation committee.
The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.


LOT 2 – RTG Equipment 
	1.                  Item number
	2.                                                                                                              Specification required
	3.                                                                                                             Specification offered
	4.                                          Notes, remarks, ref to documentation
	5.                      Evaluation committee's notes

	I.
	C- ARM
	
	
	

	1.
	SID min. 95 cm
	 
	 
	 

	2.
	Orbital rotation of C-arm min. 130 ° 
	 
	 
	 

	3.
	Axial rotation C-arm min +/- 220 ° 
	 
	 
	 

	4.
	Horizontal movement min. 20 cm 
	 
	 
	 

	5.
	Motorized vertical movement min 40 cm 
	 
	 
	 

	6.
	C-arm depth min. 65 cm 
	 
	 
	 

	7.
	C-arm rotation about vertical axis min. +/- 10 ° 
	 
	 
	 

	8.
	Free space c arm along the vertical axis min. 75cm 
	 
	 
	 

	9.
	Width of assembly with C arm max. 80 cm 
	 
	 
	 

	10.
	Assembly weight with C arm max. 290 kg 
	 
	 
	 

	
	X-RAY GENERATOR 
	 
	 
	 

	11.
	Nominal power min. 2 kW 
	 
	 
	 

	12.
	High frequency generator min. 40 kHz 
	 
	 
	 

	13.
	Maximum current value for digital radiography (snapshot) min. 8 mA 
	 
	 
	 

	14.
	Maximum current value for radiography min. 20 mA Current 
	 
	 
	 

	15.
	range for fluoroscopy min. 0.2-6 mA
	 
	 
	 

	16.
	Voltage range for radiography and fluoroscopy min. 40-110 kV 
	 
	 
	 

	
	X-ray PIPE AND COLIMATOR 
	 
	 
	 

	17.
	Focus type: dual max. 0.5 / min. 1.5 mm 
	 
	 
	 

	18.
	Heat capacity of the system min. 1 MHU 
	 
	 
	 

	19.
	Iris collimator, with rotation +/- 90 ° 
	 
	 
	 

	
	LIGHT AMPLIFIER AND VIDEO CHAIN 
	 
	 
	 

	20.
	Light amplifier min. 23 cm by min. 3 fields of view. 
	 
	 
	 

	21.
	CCD matrix camera min. 1024x1024 pixels 
	 
	 
	 

	
	DIGITALIZATION AND IMAGE PROCESSING MODULE 
	 
	 
	 

	22.
	TFT monitor with split diagonal display min. 27 inches integrated on monitor trolleys  
	 
	 
	 

	23.
	Monitor trolleys with user interface 
	 
	 
	 

	24.
	Digital image processing min. 16 bit 
	 
	 
	 

	25.
	LIH (Last Image Hold) 
	 
	 
	 

	26.
	Transfer image from left to right monitor
	 
	 
	 

	27.
	Archiving data (images) to HDD min. 150,000 images 
	 
	 
	 

	28.
	Ability to archive images to USB in TIFF, JPG and DICOM format 
	 
	 
	 

	29.
	Image processing functions: negative-positive inversion, contrast and brightness adjustment, annotation, zoom, digital image rotation, sharpening the edges of objects in the image, image rotation. 
	 
	 
	 

	30.
	Mosaic display of up to 16 images on a reference monitor
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	II.
	RTG PROTECTION
	
	
	

	1.
	The glasses must have protection on all sides, universal size equivalent to lead 0.75mm /0.50mm – 6 pieces
	
	
	

	2.
	Thyroid protection - made of lead rubber, X ray light material, universal size, lead equivalent Pb 0.50mm. Rim size 32-45cm. Exterior material made of special Comfort Tex material suitable for washing – 6 pieces
	
	
	

	3.
	Protective apron - made of lead rubber, X ray light material, coat, lead equivalent 0.5 / 0.25mm, size XL, length 120cm – 3 pieces
	
	
	

	4.
	Protective apron - made of lead rubber, X ray light material, costume (skirt and djile), lead equivalent 0.50mm / 0.25mm, size L, skirt length 60cm – 3 pieces
	
	
	




	AFTER-SALES SERVICES FOR LOT 2

	Commercial warranty (all items)
	5 years (after the end of 1-year standard warranty) in accordance with the conditions laid down in Article 32 of the General Conditions and Article 32 of the Special Conditions.
Tenderer must provide a detailed description of the organisation of the proposed service (e.g. name of the authorised service provider).
	
	
	

	Response time (all items)
	On-site response time within next 48 hours during 1+5 years of warranty period (phone and/or email).
Tenderer must provide a detailed description of the organisation of the proposed service (e.g. name of the authorised service provider)
	
	
	

	Repair time (all items)
	Within 10 working days from the notification about the malfunctioning equipment. If during this period, the malfunctioning equipment is not repaired, the corresponding functional item should be provided until malfunctioning equipment is repaired. If replacement of parts is needed, and the equipment must be transported, the deadline can be prolonged to 45 days.
Tenderer must provide a detailed description of the organisation of the proposed service (e.g. name of the authorised service provider).
	
	
	

	Maintenance (all items)


	Authorised service provided in Montenegro, at the hospital as recommended by the manufacturer. (regular annual maintenance) during warranty period.. Tenderer must provide a detailed description of the organisation of the proposed service (e.g. name of the authorised service provider).
	
	
	

	Training
	Training for the medical and technical staff - 3 times in duration of at least 3 hours. 
Manuals for the use of the equipment should also be provided (English and translation).
	
	
	

	Availability of spare parts and consumables (all items)
	Availability of spare parts and consumables during the warranty period. 
Tenderer must provide a detailed description of the organisation of the proposed service (e.g. name of the authorised service provider)
	
	
	






